State of Maine Elevator and Tramway Safety Program

CHECKLIST FOR ELECTRIC ELEVATORS

Item

Check/Code reference

Al17.1-2013
Requirements

Comments/Actual

1

ELEVATOR = INSIDE OF CAR

11

Door reopening device
2.13.5,8.10.2.2.1(a),8.11.2.1.1(a)

1.2

Stop Switches
2.26.2.5, .26.2.21, 8.10.2.2.1(b)(2),
8.11.2.1.1(b)

1.3

Operating control devices
2.26.1.1,2.26.1.2, 2.26.1.6, 2.26.1.4.3,
2.26.1.5,8.10.2.2.1(c), 8.11.2.1.1(c)

1.4

Car Floor and Landing Sill
2.155,25.1.4,25.15,2.11.10, 2.15.16,
8.10.2.2.1(d), 8.11.2.1.1(d)

15

Car lighting and receptacles
2.14.7,2.14.7.1.3, 8.10.2.2.1(e),
8.11.2.1.1(e)

1.6

Car emergency signal
2.11.1.3, 2.27.1, 8.10.2.2.1(f), 8.11.2.1.1(f)

1.7

Car door or gate

2.14.4.11,2.14.4.2, 2.26.2.15, 2.26.2.28,
2.14.4.5,2.14.4.6, 2.14.5, 2.14.6,
8.10.2.2.1(g), 8.11.2.1.1(q)

1.8

Door closing force
2.13.4.2.3,2.13.4.2.4, 8.6.4.19.8,
8.10.2.2.1(h), 8.11.2.1.1(h)

1.9

Power Closing of doors or gates
2.13.3, 8.10.2.2.1(j), 8.11.2.1.1(i),
8.11.2.3.7,8.11.2.3.8,8.11.2.3.9

1.10

Power opening of doors or gates
2.13.2,2.16.1.6.3,2.16.1.6.6, 2.26.1.6.7,
2.26.9(2.26.9.3), 8.6.4.20.7, 8.6.4.20.8,
8.6.4.20.9, 8.10.2.2.1(j), 8.11.2.1.1())

1.11

Car vision panels and glass car doors
2.14.2.5,2.14.2.6,2.14.5.9, 8.10.2.2.1(k)
8.11.2.1.1(k)

1.12

Car enclosure
2.75.1.4,2.14.1.9,2.14.2.1,2.14.2.2,
2.14.2.6,2.14.3.1,2.14.5.9, 2.16.2.2,
2.16.4,2.16.5, 2.29.1, 8.3.7, 8.6.10.3,
8.7.2.14,8.10.2.2.1(), 8.11.2.1.1()

1.13

Emergency exit
2.14.1.5,2.14.1.10, 2.14.2.4,8.1.2
8.10.2.2.1(m), 8.11.2.1.1(m)

1.14

Ventilation
2.14.1.9.1(f), 2.14.2.3, 2.14.3.3,
8.10.2.2.1(n), 8.11.2.1.1(n)

1.15

Signs and operating device symbols
2.16.5,2.26.12, 8.10.2.2.1(0), 8.11.2.1(0)

1.16

Rated load, platform area, and data plate
2.16.1, 2.16.2, 2.16.3(g), 8.10.2.2.1(p),
8.11.2.1.1(p)

1.17

Emergency or Standby power operation




State of Maine Elevator and Tramway Safety Program

CHECKLIST FOR ELECTRIC ELEVATORS

Item

Check/Code reference

Al17.1-2013
Requirements

Comments/Actual

2.16.8, 2.26.10, 2.27.2, 8.6.4.19.7,
8.6.4.20.5, 8.10.2.2.1(q), 8.11.2.1.1.1(q)

1.18

Restricted opening of car or hoistway
doors
2.14.5.7,8.10.2.2.1(r), 8.11.2.1.1(r)

1.19

Car ride
2.15.2,2.23, 2.23.6, 8.10.2.2.1(s),
8.11.2.1.1(s)

1.20

Earthquake Inspection and tests
(seismic Zone 2 or greater)
8.4,8.10.2.2.1(m),8.11.2.1.1(m)

Door monitoring system
2.26.5, 8.10.2.2.1(t), 8.11.2.1.1(f)

Stopping Accuracy
2.26.11,8.10.2.2.1(u), 8.11.2.1.1(u)

Machinery Space/Control Space
2.7.5.1.1, 2.26.2.34, 8.6.10.6, 8.6.10.7,
8.10.2.2.2,8.11.2.1.1(v), 8.11.2.1.2

Working Area in the Car
2.7.5.1.1,2.26.2.34, 8.6.10.6,8.6.10.7,
8.10.2.2.1(w), 8.11.2.1.1(w)

Equipment Access Panel Electrical
Device
2.26.2.35, 8.10.2.2.1(x), 8.44.2.1.1(x)

ELEVATOR —Machine Room/Spaces, Control Room/Spa

ces

Location of room/space
2.7.6.1,2.7.6.2,8.10.2.2.2(a)

Location of equipment
2.7.6.3,8.10.2.2.2(b)

Equipment exposure to weather
2.7.6.6, 8.10.2.2.2(c)

2.1

Access to machine space
2.7.1.1,2.7.3.1,2.7.3.2,2.7.3.3, 2.7.3.4,
8.10.2.2.2(d), 8.11.2.1.2(a)

2.2

Headroom
2.7.4,8.10.2.2.2(e), 8.11.2.1.2(c)

Means necessary for tests
2.7.6.4, 8.10.2.2.2(f), 8.11.2.1.2(d)

Inspection and test panel
2.7.6.5, 8.10.2.2.2(g), 8.11.2.1.2(e)

2.3

Lighting and receptacles
2.7.5.1,2.7.9.1, 8.10.2.2.2(h), 8.11.2.1.2(f)

2.4

Machine space
2.1.3.3,2.1.34,2.15,2.7.1.1,2.7.1.2,
2.7.1.3,2.7.2,2.7.8, 8.10.2.2.2(i),
8.11.2.1.2(g)

2.5

Housekeeping
8.6.4.8, 8.6.10.4,8.10.2.2.2(j), 8.11.2.1.2(h)

2.6

Ventilation
2.7.5.2,2.7.9.2,2.8.4,2.8.5, 8.10.2.2.2(k),
8.11.2.1.2(i)




State of Maine Elevator and Tramway Safety Program

CHECKLIST FOR ELECTRIC ELEVATORS

Item

Check/Code reference

Al17.1-2013
Requirements

Comments/Actual

2.7

Fire extinguisher
8.6.1.6.5, 8.10.2.2.2(1), 8.11.2.1.2())

2.8

Pipes, wiring, and ducts
2.8.1,2.8.2,8.10.2.2.2(m), 8.11.2.1.2(k)

2.9

Guarding of exposed auxiliary
equipment
2.10.1,8.10.2.2.2(n), 8.11.2.1.2())

2.10

Numbering of elevators, machines,
controllers and disconnect switches
2.29.1, 8.10.2.2.2(0), 8.11.2.1.2(m)

Maintenance path and maintenance
clearance
2.7.2,8.10.2.2.2(p), 8.11.2.1.2(n)

Stop switch
2.7.3.5,2.26.2.24, 8.10.2.2.2(q),
8.11.2.1.2(0)

2.11

Disconnecting means and control
2.26.4, 8.10.2.2.2(r), 8.11.2.1.2(p)

2.12

Controller wiring, fuses, grounding, etc.
2.8.2,2.26.1.,2.26.4.1, 2.26.4.2, 2.26.6,
2.26.7,8.6.1.6.1, 8.6.1.6.3, 8.10.2.2.2(s),
8.11.2.1.2(q)

2.13

Governor, overspeed switch, and seal
2.7.6.3.4,2.17.15, 2.18.2, 2.18.3, 2.18.4,
2.18.6, 2.18.9, 2.26.2, 2.26.2.10, 8.6.1.6.2,
8.6.4.19.3, 8.6.4.20.1, 8.6.4.20.2,
8.6.4.20.2(c), 8.10.2.2.2(hh), 8.11.2.1.2(ff)

2.14

Code data plate
8.7.1.8, 8.9, 8.10.2.2.2(ii), 8.11.2.1.2(hh)

Emergency brake
2.19.3, 8.10.2.2.2(mm), 8.11.2.1.2(ii)

2.15

Circuit controls, including static control
2.26.2,2.26.9.5, 2.26.6, 2.26.9.1, 2.26.9.2,
2.26.9.3, 2.26.9.4, 2.26.9.5, 2.26.9.6,
2.26.9.8, 8.10.2.2.2(t), 8.11.2.1.2(n)

2.16

Machinery supports and fastenings
2.9.1,2.9.2,2.9.3, 8.10.2.2.2(u).
8.11.2.1.2(s)

2.17

Braking system

2.16.2.2, 2.16.6, 2.16.8, 2.24.8.2.2,
2.24.8.3,2.24.8.5, 2.26.8, 8.6.1.7.2,
8.6.4.20.4, 8.10.2.2.2(v), 8.11.2.1.2(1)

2.18

Drive machines
2.24.1,2.24.4, 2.24.5, 2.24.9,
8.10.2.2.2(w), 8.11.2.2.2(u)

2.19

Gears, bearings, and flexible
connections

2.24.6,2.24.7, 2.24.10, 8.6.1.6.2,
8.10.2.2.2(x), 8.11.2.1.2(V)

2.20

Winding drum machine and slack rope
device, stop motion switch and rope
fastening




State of Maine Elevator and Tramway Safety Program

CHECKLIST FOR ELECTRIC ELEVATORS

Item

Check/Code reference

Al17.1-2013
Requirements

Comments/Actual

2.20.2,2.20.6, 2.20.7, 2.20.10, 2.24.1,
2.24.2.1,2.24.2.2,2.25.3.5, 2.26.2.1,
8.6.4.10, 8.6.4.19.4, 8.6.4.19.5,
8.10.2.2.2(y), 8.11.2.1.2(kk)

2.21

Belt or chain drive machine
2.24.9,8.10.2.2.2(2), 8.11.2.1.2(kk)

2.22

Motor generator
2.26.9.7, 8.10.2.2.2(aa), 8.3.11.2.1.2(y)

2.23

Absorption of regenerated power
2.26.10, 8.10.2.2.2(bb), 8.11.2.1.2(2)

2.24

AC drives from DC source
2.26.2, 2.26.9.6, 8.10.2.2.2(00),
8.11.2.1.2(j))

2.25

Traction sheaves

2.16.6, 2.20.8.1, 2.24.2.1, 2.24.2.2,
2.24.2.3,2.24.2.4, 2.26.2, (except
2.26.2.13), 8.6.1.6.2, 8.6.4.1, 8.7.2.21,
8.10.2.2.2(cc), 8.11.2.1.2(aa)

2.26

Secondary and deflector sheaves
2.24.2,8.6.1.6.2, 8.10.2.2.2(dd),
8.11.2.1.2(bb)

2.27

Rope fastenings

8.11.2.1.2(cc)

2.9.3.3, 2.20, 2.20.5, 2.20.9, 8.10.2.2.2(ee),

2.28

Terminal stopping devices
2.16.8,2.25.2,2.25.4.1

2.25.4.2, 8.6.4.20.6, 8.10.2.2.2(ff),
8.11.2.1.2(dd), 8.11.2.1.2(2), 8.11.3.6

Operating devices
2.26.1.3,2.26.1.4.4, 2.26.1.5,
8.10.2.2.2(gg), 8.11.2.1.2(cc)

2.29

Car and counterweight safeties
2.17.3,2.17.7, Table 2.17.3, 2.17.8.1,
2.17.8.2.6,2.17.8.2.7,2.17.8.2.8, 2.17.9.2,
2.17.11, 2.18.2, 2.18.3, 2.18.4, 8.2.6,
8.6.4.19.2,8.6.4.20.1, 8.7.2.18,
8.10.2.2.2(ii), 8.11.2.1.2(gQg)

2.40

Maintenance records
8.6.1.2.2,8.6.1.4,8.6.10.1, 8.6.11.1

2.42

Rope retainers or restraints for seismic
risk zones, seismic and displacement
switches, operation, and door operation
8.4.3.1, 8.4.10.1.3, 8.10.2.2.2(qq),
8.10.2.2.2(rr), 8.11.2.1.2(mm),
8.11.2.1.2(nn)

Testing of broken suspension and
residual strength detection means
8.20.8.2,2.20.8.3, .6.4.19.13,
8.10.2.2.2(ss)

3

ELEVATOR = TOP OF CAR

3.1

| Top-of-car stop switch




State of Maine Elevator and Tramway Safety Program

CHECKLIST FOR ELECTRIC ELEVATORS

Item Check/Code reference A17.1-2013 Comments/Actual
Requirements
2.26.2.8, 8.10.2.2.3(a), 8.11.2.1.3(a)
3.2 Car top light and outlet ANSI/NPEA 70
2.14.7.8.10.2.2.3(b, 8.11.2.1.3(b) Section 210-7
3.3 Top-of-car operating device and work
platform
2.14.7,2.26.1.4.2,2.26.1.5, 8.10.2.2.3(c),
8.11.2.1.3(c)
3.4 Top-of-car clearance and refuge space
8.6.4.11,2.4.6,2.4.7,2.4.8, 2.4.10,
2.14.1.7.1,8.2.4,8.6.4.11, 8.10.2.2.3(d),
8.11.2.1(d)
3.5 Normal terminal stopping device
2.25.1,2.25.2,8.6.4.19.5, 8.7.2.26,
8.10.2.2.2(ff), 8.10.2.2.3(g), 8.10.2.3.2(k,
8.11.2.1.3(g)
3.6 Final and emergency terminal stopping
devices
2.25.3,2.26.4.3, 8.6.4.19.5, 8.7.2.26,
8.10.2.2.3(h), 8.10.2.3.2(k), 8.11.2.1.3(h),
8.11.2.2.5
3.7 Car leveling and anticreep devices
2.26.1.6, 8.10.2.2.3(j), 8.11.2.1.3(i)
3.8 Top emergency exit
2.14.1.5, 2.26.2.18, 8.4.4.1,8.10.2.2.3()),
8.11.2.1.3(])
3.9 Floor and emergency identification
numbering
2.29.1,2.29.2,8.10.2.2.3(0)
3.10 Hoistway construction
2.1,8.11.2.1.3(p), 8.10.2.2.3(p)
3.11 Hoistway smoke control
2.1.4,8.10.2.2.3(q), 8.11.2.1.3(q)
3.12 Pipes, wiring, and ducts
2.8, 8.10.2.2.3(r), 8.11.2.1.3(n)
3.13 Windows, projections, recesses, and
setbacks
2.1.5,2.1.6,2.11.10, 8.10.2.2.3(s),
8.11.2.1.3(s)
3.14 Hoistway clearances
2.4,2.5,8.11.2.1.3(t), 8.10.2.2.3(1)
3.15 Multiple hoistways
2.1.1.4,8.10.2.2.3(u), 8.11.2.1.3(u)
3.16 Traveling cables and junction boxes ANSI/NFPA 70
2.8.1, 8.10.2.2.3(v), 8.11.2.1.3(v) Section 620-41
3.17 Door and gate equipment
21.1.1.3,2.11,2.11.1.2,2.11.11.5.8,
2.11.11.8,2.11.12.4.8,2.11.15.1, 2.12,
2.12.2.2,2.12.2.3,2.12.3.3, 2.12.3.5,
2.26.1.6, 2.26.2.14, 2.26.4.3, 8.10.2.2.3(w),
8.11.2.1.3(w)
3.18 Frame, counterweight guides and stiles




State of Maine Elevator and Tramway Safety Program

CHECKLIST FOR ELECTRIC ELEVATORS

Item

Check/Code reference

Al17.1-2013
Requirements

Comments/Actual

2.15,8.6.2.2, 8.7.2.15.1, 8.8, 8.10.2.2.3(x),
8.11.2.1.3(x)

3.19

Guide rails, fastening and equipment
2.17.16, 2.23.3, 2.23.4, 2.23.6
2.23.7,2.23.9, 2.23.10, 8.6.4.3,
8.10.2.2.3(y), 8.11.2.1.3(y)

3.20

Governor Rope
2.8.19(c), 2.18.5, 2.18.9, 8.6.4.2
8.7.2.19, 8.10.2.2.3(2), 8.11.2.1.3(2)

3.21

Governor releasing carrier
2.17.15, 8.6.2.4, 8.10.2.2.3(aa),
8.11.2.1.3(aa)

3.22

Wire rope fastening and hitch plate
2.9.3.4,2.15.13, 2.17.13, 2.20.5
2.20.9, 8.6.3.3.3, 8.6.3.3.4, 8.6.4.10,
8.10.2.2.3(bb), 8.11.2.1.3(bb)

3.23

Suspension means
2.20.2,2.20.4,8.6.3.3,8.6.4.1, 8.7.2.21,
8.7.3.25, 8.10.2.2.3(cc), 8.11.3.1.3(y)

3.24

Top counterweight clearance
2.4.9,8.10.2.2.3(e), 8.11.2.1.3(e)

3.25

Car, overhead, and deflector sheaves
2.24.2,8.10.2.2.2(f), 8.11.2.1.3(f),
8.11.2.1.3(qq)

3.26

Broken rope, chain, or tape switch
2.25.2.3.2,2.26.2.6, 2.26.4.3, 8.6.4.19.9,
8.10.2.2.3(i), 8.11.2.1.3(i), 8.11.2.2.9

3.27

Crosshead data plate and rope data tags
2.16.3.3, 2.20.2, 8.7.2.21, 8.10.2.2.3(k),
8.11.2.1.3(k)

3.28

Counterweight and counterweight buffer
2.3,24.9,2.21,2.22,8.6.4.20.3,
8.10.2.2.3(m), 8.11.2.1.3(m)

3.29

Counterweight safeties
2.17.4,2.18.5.2, 8.6.4.20.1, 8.2.2.2(ii),
8.10.2.2.3(n), 8.10.2.1.3(n)

3.33

Compensating means
2.21.4, 8.10.2.2.3(dd), 8.10.2.2.5(h),
8.11.2.1.3(dd)

Machinery Space/control space
8.10.2.2.2,8.10.2.2.3(ee), 8.11.2.1.3(e€)

Working areas on the car top
\2.5.7.1.1,2.7.5.1, 2.26.2.34, 8.6.10.6,
8.6.10.7, 8.10.2.2.3(ff), 8.10.2.1.3(ff)

Equipment exposed to weather
2.7.6.6, 8.10.2.2.3(gg), 8.11.2.1.3(g9)

Machinery supports and fastening
2.9.1, 2.9.3,8.10.2.2.3(hh) 8.11.2.1.3(hh)

Guarding of equipment
2.10.1, 8.10.2.2.3(ii), 8.11.2.1.3(ii)

Earthquake inspection and tests
(seismic risk Zone 2 or greater)




State of Maine Elevator and Tramway Safety Program

CHECKLIST FOR ELECTRIC ELEVATORS

Item

Check/Code reference

Al17.1-2013
Requirements

Comments/Actual

8.4.1,84.2 84311, 84312, 84314,
8.4.3.2,8.4.5,8.4.7, 8.4.8, 8.10.2.2.3(j)),
8.10.2.2.3(kK), 8.11.2.1.3(jj), 8.11.2.1.3(KK),
8.11.2.1.3(ll), 8.11.2.1.3(mm),
8.11.2.1.3(nn), 8.11.2.1.3(pp)

ELEVATOR - HOISTWAY

Car platform guard
2.15.9, 2.15.9.4, 8.10.2.2.4(a)
8.10.2.1.4(a)

4.2

Hoistway doors
2.11,2.11.12.4.3,2.11.12.4.7,2.12.7,
2.26.2,8.10.2.2.4(b), 8.11.2.1.4(b)

4.3

Vision panels
2.11.7.1,8.10.2.2.4(c),8.11.2.1.4(c)

4.4

Hoistway door locking devices
2.12.2.3,2.12.2.5,2.12.3.3, 2.12.3.5,
2.12.4.3, 2.26.2.14, 2.26.4.3, 8.10.2.2.4(d),
8.11.2.1.4(d)

4.5

Access to hoistway
2.12.6,2.12.7,8.10.2.2.4(e), 8.11.2.1.4(e)

4.6

Power closing of hoistway doors
2.13.1,2.13.3, 2.13.4, 8.10.2.2.4(f),
8.11.2.1.4(F)

4.7

Sequence operation
2.13.3.4, 2.13.6, 8.10.2.2.4(q),
8.11.2.1.4(g)

4.8

Hoistway enclosure
2.1.1,2.1.2,2.1.4,2.15,8.10.2.2.4(h),
8.11.2.1.4(h)

ANSI Z97.1

4.9

Elevator parking devices
8.11.2.1.4()

4.10

Emergency doors blind hoistway
2.11.1.2,2.11.1.3,2.11.1.4, 8.1,
8.10.2.2.4(i), 8.11.2.1.4())

411

Separate counterweight hoistway
2.3.1,2.3.3, 2.26.2.27, 8.10.2.2.4()),
8.11.2.1.4(K)

4.12

Standby power selection switch
2.27.2,2.27.8, 8.6.4.19.7, 8.10.2.2.4(k),
8.11.2.1.4(1)

Location of equipment
2.7.6.3, 8.10.2.2.4(1)

Means necessary for tests
2.7.6.4, 8.10.2.2.4(m), 8.11.2.1.4(m)

Inspection and test panel and
inspection with open door circuits
2.7.6.5,2.26.1.4.1, 2.26.1.5, 8.10.2.2.4(n),
8.11.2.1.4(n)

Equipment exposure to weather
2.7.6.6, 8.10.2.2.4(0), 8.11.2.1.4(0)




State of Maine Elevator and Tramway Safety Program

CHECKLIST FOR ELECTRIC ELEVATORS

Item

Check/Code reference

Al17.1-2013
Requirements

Comments/Actual

5

ELEVATOR - PIT

Pit access, lighting, stop switch, and
condition
2.2.2.2,2.2.23,2.2.24,22.25,2.2.3,
2.2.4,2.25,2.2.6,2.2.7,2.2.8,2.3.2, 2.8,
2.26.2.7,8.6.4.7, 8.10.2.2.5(a),
8.11.2.1.5(a)

ANSI/NFPA 70
Section 620-85

5.2

Bottom clearance and runby
2.3.2,2.4.1,2.4.1.3,2.4.1.4,2.4.2,2.4.3,
2.4.4,2.4.4(b), 2.5.1.2,2.5.1.6, 2.22.4.8,
8.6.4.11, 8.10.2.2.5(b), 8.11.2.1.5(b)

5.3

Final and emergency terminal stopping
devices

2.25.3,2.25.4, 2.26.4.3, 8.10.2.2.5(c)(6),
8.10.2.2.5(d), 8.11.2.1.5(d)

5.4

Normal terminal stopping devices
2.25.2,8.6.4.19.5, 8.10.2.2.5(c),
8.11.2.1.5(e)

5.5

Traveling cables
2.8.2,8.10.2.2.5(f), 8.11.2.1.5(f)

ANSI/NFPA 70
Section 620-41

5.6

Governor-rope tension devices
2.18.7,8.6.1.6.2, 8.10.2.2.5(g),
8.11.2.1.5(g)

5.7

Car frame and platform
2.15.4,2.15.5, 2.15.6, 2.15.7, 2.15.8,
2.15.9,2.16.2.2, 8.10.2.2.5(i), 8.11.2.1.5(i)

5.8

Car and counterweight safeties and
guiding members

2.15.2,2.17.10, 2.17.11, 2.17.14, 8.6.4.5,
8.6.4.19.2,8.7.2.15.1, 8.10.2.2.5()),
8.11.2.1.5()

5.9

Buffers and emergency terminal speed
limiting devices
2.22,2.6,2.26.2.22,8.3.1.3, 8.6.4.20.3,
8.6.4.20.6, 8.10.2.2.5(c)

Machinery space/control space
8.10.2.2.2, 8.10.2.2.5(k), 8.11.2.1.5(k)

Working areas in the pit
2.7.5.2,2.7.5.2.1(a), 2.7.5.2.1(b),
2.26.2.34, 8.6.10.6, 8.6.10.7, 8.10.2.2.2(1),
8.11.2.1.5()

Equipment exposed to weather
2.7.6.6, 8.10.2.2.5(m), 8.11.2.1.5(m)

Machinery supports and fastenings
2.9.1,2.9.3,8.10.2.2.2(n), 8.11.2.1.5(n)

Guarding of exposed auxiliary
equipment
2.10.1, 8.10.2.2.5(0)

Pit inspection operation
2.26.1.4.4,8.10.2.2.5(p), 8.11.2.1.5(p)




State of Maine Elevator and Tramway Safety Program

CHECKLIST FOR ELECTRIC ELEVATORS

Item Check/Code reference A17.1-2013 Comments/Actual
Requirements
5.10 Compensating chains, ropes, and
sheaves
2.21.4,2.21.4.2,2.26.2.3, 2.26.4.3,
8.10.2.2.5(h), 8.11.2.1.5(h)
5.16 Earthquake inspection and tests
(seismic risk zone 2 or greater)
8.4.3.2, 8.4.6, 8.4.8, 8.10.2.2.5(q)
5.16.1 Seismic rope retainers and snag guard
8.11.2.1.3(00)
5.16.3 Verify information on layout drawings

8.10.2.2.5(r)

6 ELEVATOR - FIREFIGHTERS’ SERVICE

6.1 Acceptance Checklist Firefighters’
Service (A17.1-2013 and B44.13):
Automatic elevators
8.6.4.19.6,8.10.2.2.6,8.11.2.1.6

Smoke

Landing

bottom

1

2

3

4

5

6

7

Prepared by OPOR staff
April 26, 2021




